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LiDAR

Main - Sub. Board

FPC/FFC Connectors
Height: 2.0～6.0mm

●0.5mm Pitch

6288 Front-lock

6892 AOI-compatible, Front-lock

6810 AOI-compatible, One-Action

Light-Emitting -

Sub. Board

FPC/FFC Connectors
Height: 2.0～6.0mm

●0.5mm Pitch

6288 Front-lock

6892 AOI-compatible, Front-lock

6810 AOI-compatible, One-Action

Control –

Sub. Board

Board to Board Connectors
Stacking Height: 4.0～30.0mm

●0.4mm Pitch

8152 High-speed transmission

●0.5mm Pitch

5655 Low-profile

5652 High-speed transmission

5656 1mm Floating

* Click the series number to check the product information

https://ele.kyocera.com/ko/product/connector/fpcffc_connectors/6288/
https://ele.kyocera.com/ko/product/connector/fpcffc_connectors/6892/
https://ele.kyocera.com/ko/product/connector/fpcffc_connectors/6810/
https://ele.kyocera.com/ko/product/connector/fpcffc_connectors/6288/
https://ele.kyocera.com/ko/product/connector/fpcffc_connectors/6892/
https://ele.kyocera.com/ko/product/connector/fpcffc_connectors/6810/
https://ele.kyocera.com/ko/product/connector/board_to_board_connectors/8152/
https://ele.kyocera.com/ko/product/connector/board_to_board_connectors/5655/
https://ele.kyocera.com/ko/product/connector/board_to_board_connectors/5652/
https://ele.kyocera.com/ko/product/connector/board_to_board_connectors/5656/

